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POLLENA 
WAISTCOAT 

General Descriptions/ Fabrics 
 

Material 65% polyester , 35 % cotton, 245 g/m² 

Lining 100 % polyester Woven Padding Waistcoat 

Closing Zipper up to the neck with snap-fastener flap 

Sleeves Elastic braided armholes inside 

Size 

S 

M 

L 

XL 

XXL 

XXXL 

NAVY 

5POLBS 

5POLBM 

5POLBL 

5POLBXL 

5POLBXXL 

5POLBXXXL 

GREEN 

5POLVS 

5POLVM 

5POLVL 

5POLVXL 

5POLVXXL 

--- 

BLACK 

5POLNS 

5POLNM 

5POLNL 

5POLNXL 

5POLNXXL 

5POLNXXXL 

Tightening Elastics on sides 

Pockets 
2 bottom pockets with flap and button, 2 bottom rest-hand pockets with flap, 

1 top pocket with horizontal zipper, 1 top pocket with flap and button, 
1 top phone pocket with velcro, 1 inside portfolio pocket 



Technical Sheet 

Norms Explanation 

EN 340:2003 

Protective clothing - General requirements  
Ergonomics 
Innocuousness 
Size designation 
Ageing 
Compatibility and marking of protective clothing and  
The information to be supplied by the manufacturer with the protective clothing 

ABCDE 
EN 14058  

Protective clothing against cold- Temperature from                                                                            
                                                       and above -5˚C 
A. Thermal resistance class (3 levels) 
B. Air permeability class (3 levels) 
C. Water penetration resistance class (2 levels) 
D. Water vapour resistance 
E. Resulting thermal insulation 

 
 
 

 

EN 343: 2003  

Protective clothing against rain  
X:  Resistance to water penetration (3 levels) 
Y:  Water vapour resistance - Breathing properties (3 levels) 
 

EN 342: 2004 

EN 342: 2004 

Protective clothing against cold 
A:  Basic resulting insulation 
B:  Resulting thermal insulation 
C:  Air permeability (3 levels) 
D:  Water penetration resistance class (2 levels) 
 

Packaging 

1 10 Polybag 

Carton 

10 pieces in 1 carton 

v.20140623 

Standard 

Polybag 

Polybag 

This garment complies with EU Directive 
89/686/EEC and Standard EN340.  

Washing instructions:  

EN 340  


